Supervision and audits on activities usir

electroacoustic systems
Experiences of Ravenna and Cervia Municipaliti
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Introduction

A Surveys and audit activities carried out by means of noi

A

A

measurements, must be realized in Italy according to th
Ministerial Decree 16/03/98: this Decree establishes
procedures, involving specialized acoustics technicians
measurement duration and technical elaborations requil
considerable staff and financial commitment for Public

Administrations.

Time necessary for carrying out audits and assessment
make the environmental assessments less effective In
quickly repressing the exceeding of the noise limits due
the use of electracoustic systems, as well as and
nerforming the activities delegated to the Judicial Police

nersonnel.

Hence the need for a faster and more effective way to
respond to complaints and protect citizenship.




Recreation and entertainmexdtivities

A Art. 68 TULPS: establishes the prohibition to carry out
activities of entertainment and shows in public or open to
the public places, to open or exercise clubs, dance schools,
without a specific license to be issued by the Public Safety

authority.

A ART. 69 TULPS:establishes that a license of the Local
Authority Is required in order to give, even temporarily,
public entertainments or give opair auditions.



ltallan Framework Law 447/95

A Art. 6: Municipalities, within a year from entering into
force of this law, have to adapt the local hygiene /
health / municipal police regulations, providing for
specific rules against noise pollution, with particular
reference to control, containment and abatement of
noise emissions due to traffic and to activities using
sound sources.



Law 447/95

A Art. 8: if requested by Municipalities, a
noise Impact assessment must be provided,
In case ofnew opening, modification or
upgrading of private clubs and public
exercises where noisy machinery or electro
acoustic systems are Iinstalled.



UNI 11143Method for noise impact and acoustic clima

evaluation, according to different type of sources.

UNI 111431 purpose and scope.:

Thi

s standard describes a methodology for estimating the

acoustic impact and the acoustic climate according to tf

t
C

different types of sources or activities, with the aim of
defining a clear path for the designer and for those who

ne competent administration, are deputy to evaluate ar
ecide accordingly. It applies to transport infrastructures

productive settlements (industrial, handicraft, commerci
agricultural and places for dancing entertainments, publ
performances and public exercises).



UNI 111436 Section 6:Noise from dancing and public
entertainment places

The standard describes the methodology to be adopted for the acc
Impact assessment in the vicinity of dancing and public
entertainment venues and public exercises.

The standard refers to the following types of activities:
- places of public show;
- dancing entertainment venues;

- any public or private club that uses electroacoustic sound diffusio
systems (and musical instruments).



Electroacoustic systems designer

Professional figures who must work In
synergyandwith high specificskills:

Sound technician expert in electroacoustic
systems

Competeniiechniciann Acoustics



ltallan DPCM 215/99

The public entertainmentactivity manager
check,by meansof atechniciancompetenbn
acousticswhetherthe electroacousticystem
hasor notthetechnicalcharacteristicsuitable
to determine potentially,the exceedingf the
noiselimits referredto in Article 2.

The acoustic technician preparesa report
iIndicating



ltallan DPCM 215/99

- the detailedlist of componentgbrand, model and
serialnumber)

- thesoundsignalandthe settingsused

- LAeqg soundlevel valuesand LAcq.l partial levels
with their measuremergosition

- the layout of the room with the positions of the
loudspeakerandthe measuremengsoints



Ministry of Environmentreaffrimed the applicability
of Decree215199%

L'attivita di somminist

tutela dellambiente esterno ed abitativo da
D.P.C.M. 14 novembre 1987, non sono s
aprile '1:499 n. 2

casiin f%t i

io di lAIcwsrn le radro gli impianti ste
inidoneo_al superamento

Nel secondo caso, gualora ciog lattivita di_somminis
congiuntamente ad una attivita di intrattenimento wpqr

~‘H]ldll Wt“ 0 1&:’[1’!00Fa"1€w e avvenga in amb
tr i di_am

perché finalita della normativa di tutela dallinguinamento acustico qu.:ll) di
proteggere i cittadini da qualsiasi attivita potenzialmente rumorosa, evitando disparita
di trattamento fra situazioni in grado di provocare il medesimo disturbo.

In the casethat the entertainmentactivity
exercisedisingsounddiffusion systems



Authorization for the use of electroacousti
systems In entertainment places

The authorizationmust be requestedenclosinga sound design
project and a related predictive evaluationof noise impact as

well.

This documents evaluatedn advanceby the competentAuthority
andapprovedbeforethereleaseof the authorizatiorno useit

(Art. 8 L.447/957 Art 4 DPR227/11).

The violation of the condition statedin the documentimplies the
sanction in accordancewith Art. 10 L.447 95 and the
suspensiomand/ or withdrawalof the permitto usethe system



EXAMPLE OF LOCAL REGULAMENTATIONS OF THE
MUNICIPALITIES OF RAVENNA AND CERVIA

I They define, on the basis of the different types and
characteristics of the electroacoustic systems, the
measures that the manager must adopt in order to carry
out the musical activity.

I For the activities that involve the use of eleammustic

systems, in accordance with the Italian Decree 215/99,
the use of automatic limitation systems calibrated and

certificated by a Technician Competent in Environmental
Acoustics becomes mandatoryvith suitable anti-tampering
systems and the impossibility of act manually on the

adjustment.




EXAMPLE OF THE MUNICIPALITIES OF RAVENNA
AND CERVIA

A For particular situationswith a high level of criticality, since
2010 a monitoring system has been set up, detecting and
recordingthe valuesprovidedby Italian Decreeno.21599 at the
time of limiting the limitators, communicatingin real time the

valuesto a atthe Policeof Municipality.

A Thedatacanbe consultedbothasa historicaldataandasa value
In real time by connecting,alsowith a smartphoneboth to the
serverof Policeandto everysysteminstalledinto the clubs

A Since2011anauthomatigrocedurds setup, communicatingo
the Municipality Policeandto the EnvironmentAgency.

A exceeding®f noiselimit valuesauthorizedoy the Authority,
A Exeedingnthelicensetimetable,
A tamperingwith the surveillancesystem



PERFORMACES REQUIRED TO THE SURVEILLANCE
SYSTEM BASED ON PRIME MINISTERIAL DECREE 215/99 (1)

Scheda tecnica delle prestazioni minime dei componenti:

sonda fonometrica con microfono a condensatore con risposta in frequenza da 20 a
20.000 Hz ed un range di lettura da comprendere i valori minimi della soglia di attivazione
dellimpianto elettroacustico (inferiore ai 70 dBA) e i valori massimi rapportati al rispetto del
DPCM 215/99 nelle zone occupate dagli avventori (superiore ai 110 dBA), posizionato vicino
ai diffusori sonori piu rilevanti nella direzione del ricettore piu sensibile (la posizione esatta
deve essere definita dal Tecnico Abilitato in Acustica sulla base di una valutazione di impatto
acustico al ricettori ed eventualmente sentita ARPAE).

registratore di livelli sonori con pesatura A, con rilevamento dei parametri LAeqT e LASmax,
con T = 1 min, archivio interno in grado di contenere almeno di 60 gg di misure con
campionamento di T = 1 min, batteria tampone interna per garantirne il funzionamento
senza alimentazione elettrica per almeno 5 gg.

Scheda e/o sistema di controllo con almeno 4 relé per spegnimento automatico o per la
gestione di altri comandi dotata di contatti NA e NC, controllabile dal PC tramite protocollo di
comunicazione.

PC in grado di leggere i dati dal registratore di livelli e di compilarli in un file come segue:




PERFORMACES REQUIRED TO THE SURVEILLANCE SYSTEN
BASED ON PRIME MINISTERIAL DECREE 215/99 (2)

PC in grado di leggere i dati dal registratore di livelli € di compilarli in un file come segue:

AAAA-MM-GG-HHmm.ext dove:

AAAA ¢ |'anno (es. 2017)

MM e il mese (es. 05 per maggio)

GG é il giorno (es. 07 per il giorno 7)

HH & I'ora di invio (es. 00 per la mezzanotte)
mm sono i minuti (es. 30)

ext & I'estensione che identifica il formato del file (es. PDF, XLS, CSV etc.)




PERFORMACES REQUIRED TO THE SURVEILLANCE SYSTEM
BASED ON PRIME MINISTERIAL DECREE 215/99 (3)

Ad esempio per un invio di un file PDF effettuato il 09/06/2017 alle ore 22:05 il nome del file
sara: 2017-06-09-2205.pdf, Il file che viene inviato deve essere leggibile con applicazioni
open source o gia presenti nelllamministrazione comunale (es. Acrobat Reader, Microsoft
Office o OpenOffice, Libre Office etc.), e non deve richiedere ulteriori elaborazioni per la
importazione e visualizzazione né essere leggibile unicamente mediante un software
proprietario o della societa che produce la sonda fonometrica o gli apparati.

Il file deve essere di facile comprensione e deve indicare, in modo chiaro € non equivocabile
almeno i seguenti parametri:

1) i livelli e gli orari delle emissione sonore prodotte (i parametri LAeqT e LASmax registrati
ad ogni minuto);

2) l'orario di spegnimento degli impianti elettroacustici;

3) la registrazione dei livelli di emissione sonora prodotti nell'intervallo intercorso tra il
precedente invio e il momento dell'invio corrente,




PERFORMACES REQUIRED TO THE SURVEILLANCE SYSTE
BASED ON PRIME MINISTERIAL DECREE 215/99 (4)

4) il nome dell'Attivita con il numero di serie dell'apparato di registrazione dei livelli e le soglie
impostate.

PC dedicato o analogo con orario sincronizzato automaticamente uguale per tutti coloro che
hanno il sistema installato con un errore inferiore ad un minuto (riferimento comune con
I'orario satellitare riconosciuto) che deve essere in grado di:

leggere, tramite collegamento fisico (cavi) direttamente all'impianto audio (nel caso di

impianti dotati di piu diffusori dovra essere collegato al sistema di amplificazione dei
diffusori pil rilevanti per l'impatto acustico e su almeno due differenti linee), per rilevare la
presenza o assenza di attivita musicale svolta dall'impianto stesso e memorizzare il dato
per almeno un anno.

Memorizzare i parametri di taratura e funzionamento dell'impianto elettroacustico
(compreso sonda apparato audio) e del sistema di limitazione, definiti dal Tecnico
Competente in Acustica Ambientale quale livello in emissione massimo per il rispetto dei
limiti ambientali e di esposizione al pubblico (DPCM 215/99) sulla base degli orari di
licenza e/o autorizzazione. Tale livello verra impostato come soglia dal Tecnico
Installatore e determina il valore massimo da misurarsi dall’apparato per la generazione
degli allarmi.




PERFORMACES REQUIRED TO THE SURVEILLANCE SYSTE
BASED ON PRIME MINISTERIAL DECREE 215/99 (5)

Segnalare il numero dei valori LAeqT superiori alla soglia limite impostata dal tecnico in
Acustica al fine della generazione degli allarmi superamento soglie di rumorosita sulla
base delle autorizzazioni e limiti da applicare. Per le attivita temporanee, e fino alle 24, |
limiti DGR 45/02 e DPR 217/11, dopo le 24 i limiti del DPCM 14/11/97. La generazione
degli allarmi deve essere programmabile e modificabile su indicazione anche della PA e
avvenire, di default salvo diverse indicazioni della PA sulla base di particolari criticita
ambientali del sito, dopo la registrazione di 10 superamenti su un arco temporale di 15
min fino alle 24 e di 10 superamenti in 60 min dopo le 24.

Gestire e mantenere in memoria di tutti gli allarmi (superamenti di livelli e/o orari
impostati; manomissioni e/o guasti; coerenza rispetto alla taratura; etc.) tramite LOG
interno ed e-mail ad almeno 10 utenti tra cui dovranno obbligatoriamente essere presenti
i seguenti;

I'indirizzo P.E.C. dell'attivita

fonometri@comune.ra.it

ra-fonometri@arpae.it

pm@comune.ra.it

suap@comune.ra.it




Monitoring activities by survelillance
systems

A Whererequired eachclub hasa detectionand recording
systemwhoseconfigurationand placement of the sound
noiselevel metersystems agreedvith Municipality Police
andpossiblereceivers.

A The Environmental Agencyerify, troughits
Instrumentationthe correctunctioningof the system.

A TheMunicipality Policeseeloff the limitation systems to
avoidits manipulation

A Uponrequestingrom the system, or from the citizens, the
data areverifiedin realtime, orrecordecandacquired
duringthe daysimmediatelyfollowing thereported
digturbancevent thusensuringimelinessof actionagainst
abuse



Experimentation activity (2002010) carried out on the
surveillance systems of Cervia with the use of a multichannel
limiting processor for electracoustics systems.

Comparison between internal emission of a club and environmental immission in parallel during
the use of a digital multichannel limiting system correctly calibrated and controlled by the
sutrveillance system where outdoor immission system remains included in the anthropogenic noise
fluctuations of the area of the Amovidao
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Monitoring activities by
survelllance systems

Penaltiesapplied(1)

The systenmefersto themandatoryparameters the
certification for thdtalian Decreeno.215/99 by the
AcousticTechniciarwho must bedeclaredwith a

notarizedact by the manager of the club (Artt. 5 e 6).

Thevariationsof one oftheseelementsertified and
declaredo the Police of thdunicipality impliesthe
decayof thevaliditiesof thedocumentandbeing
this condition ofauthorizationnvolves eventually
the suspensiomf thelicenceitself (seeArtt. 75 e 76

DPR 445/00).




Monitoring activities by
survelllance systems

Penaltiesapplied(2)

Thevariations alsopotential, of theelementghat
canallow thealterationof thenoiseemissionlevels
costitute aviolation of theprovisionsof Art.6 of the
Decree215/99 and arpenaltiedby the Art.10, c3,
L. 447/ 95 (u 1.000, 00) .



Monitoring activities by surveillance systeins
correct design (1)

Practicalexamplegcourtesyof Society EPS Ravenna)

Correct design of a system byaluatingthe position and thi/pe
of loudspeakeranddifferentiatingthemaccordeingo the use of
thevariouspartsof the club. Lower anwidespreadevels in the
Apr i vieigherveharethereis greateraggregationn respect
boththeexternalfDPCM 14/11/97) anthternal(DPCM 215/99)
limits.




Monitoring activities by surveillance systeins
correct desigi2) -

Practicalexamplegcourtesyof Society EPS Ravenna)

Correct design of a systeny evaluating the position and type of
loudspeakers and differentiating them according to the internal or
external area of the various parts of the room. Higher levels
Internally where there is greater noise isolation and lower towards

the outside.
Theloudspeakerare alwaygacingthe inside of the room.



